
Automated Image Acquisition and Montage
• Automated slide documentation at any magnification. 
• Supports ASI MS2000 & MS4000, Ludl Biopoint 2, and Prior

Proscan II motorized stages (call for compatibility list).
• Using the QImaging Retiga EXi Digital camera, capture

standard images or optically zoomed images (effectively
providing a 2x increase in image resolution).

• Capture images of the slide in a comb, raster, or random
pattern. Includes Auto Focus module with dual camera
support; i.e. analog camera for auto focus and digital
camera for high resolution image capture.

• Unattended image capture of images saved as TIFF, JPEG,
BITMAP, or BIF (BIOQUANT Image Format). BIF images store
XYZ position and calibration data.

• All features of the Imaging Toolkit plug-in are included with
the Automated Imaging Toolkit. In addition, up to 10,000
images may be loaded, depending on system resources.

• Montage BIF images into a single, seamless image.
Measure the montage at multiple zoom levels, for
example, from 1.5x to 40x, on the BIOQUANT Life Science
core system or at home on a BIOQUANT Life Science
Satellite system.High resolution (20X) view of the field indicated on the montage.
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BIOQUANT Automated Imaging Toolkit Plug-in
The BIOQUANT Automated Imaging Toolkit enhances the imaging functionality of the core BIOQUANT software.  It is
used to capture images of a slide. Images can be measured directly or montaged into a single image.  Time lapse
imaging functionality for welled plates is also supported.
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